T Kloos

Power of Aluminium
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Technical specifications = ® opfimum stability due to V*-support
Hook load (stand. /optional) 1,600/3,000 kg e excellent use of the available space
Hook height 34.30m e variable insfallation possibilities depending on local conditions
Boom length 35.81m /
Max. working height HA 30.60m Hydraulic, telescopic fly jib
8“??99@ W'g:t Emin.)] gjg m 2 * hydraulic telescoping of the first and second folding top elements
utrigger width (max. A49m
Winch capacity 1,600 kg . .
Boom (1,600 kg - 350 kg) [=D Hybrid drive (opt.)
501-11.81 m S * opfional drive by diesel engine or by environmentally friendly
i Diesel electric motor (32 ampere power current] possible
Extension 3 (250 kg) 1397 m pere p p
Vehicle dimensions 943 x2.35x2.61 m ® electric mofor can be removed for road transport without tools
Towing capacity 3.5t
Working range
Load Working range Height
1,600 kg 500m  21.00m %
S0l ooom  100m YKloos
500 k 16.50 22.00
350 kg 18.50 2 2500 2 Service- & Veririebs GmbH
250 kg 2400 m 2200 m Raiffeisenstrabe 26 - D-59387 Ascheberg

Tel:  +49(0)2593-9592-0 - Fax: +49(0)2593-9592-15

info@klaas.com

Working range 3t Capacity*

Load Working range Height
3,000 kg 3.00 m Q.00 m
2,000 kg 550 m 6.00 m

Subject fo technical changes. All specifications are approximate. Changes fo the funcfions and services are reserved.
*with 2-fall The information reflects the device performance at the time of printing.
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