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T Kloos

Power of Aluminium

Equipment Working range diagram
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Working Accessory Mounting-/glass s iy 30 -
platform (opt.) fix system (opt.) hook (opt.) 5 5
max. 200kg =\ 28 2 c
#
Technical specifications 26 22
Hook load (stand./optional) ],()OO/&OOO kg 24 2 _g
Hook height 34.30m 29 % 2
Boom length 35.81m \ 2o
Max. working height HA 30.60m 20 ®] £
Outrigger width (min.) 3.71m W“‘:ﬁgn 18 2 E,
2L
Outrigger width (max.) 5.46m 16 5a
Winch capacity 1,600 kg = g%
Boom (1,600 kg - 350 kg ﬂ@f" 14 5
501-11.81m 12 gé
Extension 3 (250 kg) 1397 m 10 é 2
Vehicle dimensions 9.34x2.36x2.68m ke é
Towing capacity 3.5t 8 = E
q 6 P
Working range 5
Load Working range Height 4 fj 5
1,600 kg 5.00m 21.00 m 2 g2
1,000 kg Q.00 m 1900 m b ¢
500 kg 16.50 m 22.00 m RN 0 o5
350 kg 18.50m  2500m 8 1012 14 16 18 20 22 ER
250 kg 24.00 m 22.00m a8
Working range 3t Capacity*
Load  Working range Height 06/2022
3,000 kg 3.00m Q.00 m
2,000 kg 5.50m 6.00m Klaas Service- & Vertriebs GmbH - Haselburger Damm 25 - D-59387 Ascheberg

*with 2-fall Telefon +49 (0) 25 93 - 95 92-0 - E-Mail: info@klaas.com




