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Equipment Working range diagram*
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system levelling 36
/ 34
. 32
2 : 30
Hydraulic, Twin luffing Double derricking
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Personal safety Hybrid drive Working
mode (opt.) platform (opt.) 4
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Accessory Mounting-/glass
fix system (opt.) hook (opt.)

*Working range vary, depending on truck type.
Technical specifications

Hook load (stand./opt.) 2.0/4.0t
Hook height 37.50m
Boom length 39.00m
Outrigger width (min.) 3.03m
Outrigger width (max.) 5.29m
Winch capacity 2,000 kg
Boom (2.000 kg - 500 kg)

5.00-11.65m
Extension 3 (350 kg) 13.65m
Truck™ Total weight (min.) >749t

*dependent on truck type

Working range Klnns

Load Working range Height
2,000 tg 6.00m 23.00m KLAAS Service- & Vertriebs GmbH
I00lg IS5 U0t Haselburger Damm 25 - D-5938/ Ascheberg
300kg 23.00m 1700m Tel:  +49(0)2593-9592-0
250k 3200m 14.00m Fax:  +49(0]2593-9592-15
Working range 4 t Capacity* info@klaas.com
Load Working range Height
4,000 kg 3.20m 11.00 m
2/5}7020\(1(”9 780 m S50 Subject to technical changes. All specifications are approximate and depending on truck type.
*with 2-fa

Changes to the functions and services are reserved. The information reflects the device
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performance at the time of printing.



